
Ideal Applications: 
     Telecommunications equipment 
     CATV equipment 
     Test and data equipment 
     PON systems 

Benefits: 
     Low insertion loss 
     High reliability and performance 
     Ceramic sleeve 
     Clip or screw attach 

All M2 Optics standard and hybrid adapters are provided with ceramic sleeves and plastic or metal shells.  They are 
guaranteed to provide high reliability and stability. High return loss (SCAPC typical: >65dB), low insertion loss 
(typical: <0.2dB), and options for ease of installation make these adapter components ideal for all relevant  
applications. 
 
At M2, our goal is 100% customer satisfaction and we will work closely with your team to meet your requirements.  
If you have a question, we welcome you to contact your local sales representative to discuss the opportunity. 

Description: 

(See reverse side for types available and ordering information) 
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Type Single Mode Multi Mode 

Parameter PC/UPC APC PC 

Connection Loss ≤ 0.3dB (typ. 0.2) ≤ 0.4dB (typ 0.3) ≤ 0.5dB (typ 0.35) 

Return Loss ≥ 50dB ≥ 60dB (typ 65) ≥ 35dB 

Repeatability ≤ 0.2dB 

Operating Temp -40oC ~ +70oC 

Storage Temp -40oC ~ +70oC 

Specifications: 
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Adapter Optical Fiber 
Adapter 

Type 
Body 

Material 
Connector 

A 

Polish 

Side A 
Connector 

B 
Polish 

Side B 
Flange 

ADP 

SM:   Single    
Mode             
 
MM: Multi-
Mode 
  

S: Simplex 
D: Duplex 
 

Blank = 
Plastic 
 
M=Metal 
 

F: FC 
S: SC 
T: ST 
L: LC 
U: MU 
E: E2000 

P: PC 
U: UPC 
A: APC 

F: FC 
S: SC 
T: ST 
L: LC 
U: MU 
E: E2000 

P: PC 
U: UPC 
A: APC 

Blank= 
Small 
Flange with 
clip. 
FL = Large 
Flange with 
Screw 
Holes 

Ordering Information 

Example:  A single mode, simplex, metal shell, SC/APC - SC/APC, with large flange is: 

ADP-SMSM-SCA/SCA-FL 
The same part in a duplex would be ADP-SMDM-SCA/SCA-FL 

 
Passive Optical Components 

Fixed/Variable Attenuators 
Fiber Patch Cords and Pigtails 

Couplers and Splitters 

 
Active Test Equipment 

Optical Receiver & OMI instruments 
Optical Power Meters 

Fiber Identifier 

 
Field Simulation / Fiber Lab Series 

Other M2 Products 


